Anemometer, calibration and maintenance schedules
The wind data is collected by KIA using MET ONE 034A-L WINDSET supplied by Campbell Scientific, INC, UK. The wind measuring station location, distance to the nearest obstructions, type of ground cover etc follows the Guidelines of the standards prescribed by WMO (1983) , American Association of State Climatologists (1986) and the norms of EPA (1987 and 1989) . The MET ONE 034A-L WINDSET anemometer instrument has operating The operating temperature range is -30 o to +70 o C. In Kuwait, the minimum temperature in winter is about 2 o C and maximum temperature in the open desert in summer is about 52 o C. Maintenance engineers specialized in operating and maintaining the above instrument are available to take care of the maintenance of the sensors. Every month, a visual/audio inspection of the anemometer at low wind speed is carried out. It was made sure that the rotations of the cup assembly and wind vane rotations were free. The cups and vanes were verified for its tightness. Every once in 6 month, the bearings of the anemometers are replaced. Once in every year the instrument is calibrated in the calibration facility of Ministry of Defense, Kuwait. The instrument is completely replaced once in two years. In case of any problem, which is not possible to solve locally, the instruments are sent back to Campbell Scientific, INC for refurbishment. Moreover, the wind data is measured by KIA for the air navigation purpose and special attention is provided for accurate data collection and proper routine maintenance of the anemometers. For the present work, about 53 years of measured data at KIA location and about 12 years of data for other locations are available. The chapter is divided into two parts. The first part deals with extreme wind analysis for five deferent locations and different directions. The second part deals with the effect of climate change on the extreme 10 minute average wind speed and gust speed for the KIA location only, since wind data for 53 years is available only at KIA location.
Part 1: Extreme 10 minute average wind speed analysis for different locations and different directions

Details of wind data collected at different locations in Kuwait
The measured wind data for five different spatial locations (Table 1) , measured at 10 m elevation from the ground level were purchased from the Meteorology office, Kuwait International Airport. The name of location, latitude, longitude, land elevation from mean sea level (m) at each location, period of wind data available, the directions of wind measurements are provided in table 1. The raw data obtained from Meteorology office of KIA for the present study is the maximum wind speed and the corresponding direction for every day for all the locations referred in table 1. The maximum wind speed for a day is defined as the maximum value among the average of the 10 minute wind speed recorded for the whole day from a number of 10 minute data records. The wind direction is divided into different segments as shown in 
Results and discussions
A typical Gumbel distribution plot for the Direction NW for KIA location is given in Fig.2 . The equation of the best line fit and the correlation coefficient, R 2 are provided. The value of is 13.628 and is 2.238 and R 2 is 0.9531. The value of , and R 2 for all 16 different directions and for the combined data of all directions for KIA location is provided in Fig.3, 4 and 5 respectively. In the above three figures, the wind direction of 0, 22.5, 45, 67.5, 90, 112.5, 135, 157.5, 180, 202.5, 225, 247.5, 270, 292.5, 315 and 337 .5 corresponds to wind blowing from N, NNE, NE, ENE, E, ESE, SE, SSE, S, SSW, SW, WSW, W, WNW, NW and NNW respectively. The , and R 2 values for the combined data, without considering the direction effect is provided for x axis at 365 degree (Though there is no 365 degree in reality), mainly for the sake of information and comparison. The value is found to be fluctuating from 5.3 to 16.2, value is found to fluctuate from 1.65 to 5.4 and the value of R 2 is found fluctuating from 0.87 to 0.99. The value of and can now be substituted in the formula U TR = -In [-In{(λT R -1)/(λT R )}] in order to estimate the extreme wind speed for different return periods and for different directions. It can be seen that most of the values of regression coefficients are more than 0.9, which provides enough confidence in using the value of and for the prediction of extreme wind speed. The values of , and R 2 for all the five locations in Kuwait can be obtained from . The wind speed for different return period, U TR and for different locations and directions can then be estimated using the formula U TR = -In[-In{(λT R -1)/(λT R )}]. The predicted maximum wind speed for return periods of 10, 25, 50, 100 and 200 years from different directions for KIA location is given in Fig. 6 . The following important information will be useful for the selection of suitable wind turbine, designing wind power plants and other tall structures in Kuwait:-a. The maximum wind speed for 100 year return period is expected to be of the order of 32.5 m/s and 30.5 m/s from SW direction and WSW directions respectively.
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b. The maximum wind speed from NW and SE direction (Most predominant wind direction in Kuwait) for a return period of 100 years is expected to be about 25 m/s and 22.3 m/s respectively. c. The smallest value of maximum wind speed for 100 year return period is expected to be about 19 m/s and is expected from the first quarter of the whole direction band (i.e. from N to E). d.
From the present study it is found that the maximum wind speed without considering the directional effect is expected to be of the order of 31.24 m/s for a return period of 100 years in KIA location. Similarly, from Fig. 7 , one can see that the highest wind speed is from NW for any return period for the KISR location. (Fig. 8) , the highest wind speed for any return period is from N. For Failaka island (Fig.9) , the highest wind speed for any return period is from N, NW and SW. Finally, for Al-Wafra (Fig.10) , the highest wind speed for any return period is both from N and S. In order to see the effect of change in spatial locations on the predicted 100 year return period wind speed, Fig.11 is provided. It can be seen that the change in spatial location to an extent of about 50 km from the main station (KIA) has reflected significant change in the predicted 100 year probable extreme wind speed. For example, the wind speed for 100 year return period from SW direction at KIA is about 30.3 m/s, whereas it is only about 18 m/s in Al-Wafra area. Al-Wafra area is located at the Southern boundary of Kuwait and is the main farming area in Kuwait. The plants and trees in the farm houses may dissipate significant amount of wind energy blowing from SW. Fig.11 can be used to select the appropriate expected extreme wind speed for 100 year return period at these 5 different locations and from different directions in Kuwait. This will help in appropriate design orientation of tall buildings in order to reduce the wind loading. The extreme wind speed value and the associated direction will also be useful for the estimation of extreme sand and dust movements in Kuwait. This is because the extreme wind blowing from Iraq (North and North-West) and from Saudi Arabia (South and SouthWest) brings a large quantity of sand from the desert whereas the wind blowing from the Arabian Gulf side (North-East, East and South-East) moves significant amount of sand from Kuwait to the bordering countries.
Part 2: The effect of climate change on the extreme 10 minute average wind and gust speed
Climate change is already beginning to transform the life on Earth (http://www.nature.org/initiatives/climatechange/issues). Around the globe, seasons are shifting, temperatures are increasing and sea levels are rising. If proper actions are not taken now, the climate change will permanently alter the lands and waters we all depend upon for our survival. Some of the most dangerous consequences of climate change are Higher temperatures, changing landscapes, wildlife at risk, rising seas, increased risk of drought, fire and floods, stronger storms and increased storm damage, more heat-related illness and disease and significant global economic losses. In general, it is believed that global warming and climate change has more negative impacts than positive impacts. There are no proven findings on the effect of climate change on the extreme wind speeds at different locations on the earth. However an attempt can be made to visualize the impact, if measured wind data is available for the past many years, say at least for the past 50 years. How does one know the effect of global warming and climate change on the extreme winds and gusts. The only way is to get measured quality data for the past many years, divide them into few data segments (like 20 years of oldest data, 20 years of intermediate years and the latest 20 years), carry out the analysis on these data segments and analyze the trend of the predicted extreme values. For the present work, 45 years of measured data at KIA location (From 1957 (From to 2009 are available. The measured yearly maximum 10 minute average wind speed and the yearly maximum gust speed are as shown in Fig.12 . It is seen that the gust speed has reached to 38 m/s during the past 53 years and the 10 minute average wind speed has reached to 30 m/s. The raw data obtained from Meteorology office of KIA for the present study is the maximum value of the 10 minute average wind speed and the gust speed for every day. Gumbel's extreme value distribution, as discussed in part I is adopted for obtaining the extreme 10 minute average wind and gust speed. The input data for extreme wind analysis (yearly maximum 10 minute average wind speed and the yearly maximum gust speed) is updated and extracted from the measured daily maximum 10 minute average wind and the gust speed data for the period 1957 to 2009. These data are separated into three sets of data groups covering the year 1957-1974, 1975-1992, 1993-2009 , each of 18 years duration. Extreme wind analysis is carried out on each data group for both 10 minute average wind speed and the gust speed. Table 3 . Similar tables are prepared for all the other 5 data sets. Gumbel distribution plot for the three data sets of 10 minute average wind speed and three data sets of gust speed is given in Fig.13 Table 4 . The value of , and R 2 for all the six different data sets The plot showing the predicted extreme 10 minute average wind speed for return periods up to 200 years from the extreme value analysis using the three different data groups for the year range 1957-1974, 1975-1992 and 1993-2009 are given in Fig. 19 . It is clear from the following figure that for any return period, the extreme 10 minute average wind speed is the highest for the data in the year range of 1957-1974 and minimum for the latest data set i.e. for the year ranged from 1993-2009. The probable reason for this trend can be as follows:
The temperatures are rising but the temperature gradients, which is mainly responsible for the atmospheric pressure difference may not be increasing. There may be other reasons, which is not clear at this stage. Similarly the plot showing the predicted extreme gust speed for return periods up to 200 years from the extreme value analysis using the three different data groups for the year range 1957-1974, 1975-1992 and 1993-2009 are given in Fig. 20 . This figure also indicated that the extreme gust speed for any return period is the highest for the data set 1957-1974 and minimum for the latest data set 1993-2009. From the following two figures, it is found that the extreme 10 minute average wind speed for 100 year return period is 31.4, 26.5 and 21.8 m/s based on the data set for 1957-1974, 1975-1992, 1993-2009 and the extreme gust speed for 100 year return period is 43.1, 38.4 and 33.0 m/s for the same data sets respectively. This information can be used while designing tall structures and other engineering applications, where the extreme wind data is an essential input for safe and economic design.
www.intechopen.com 1957-1974, 1975-1992 and 1993-2009 . 1957-1974, 1975-1992 and 1993-2009. 1957-1974, 1975-1992, 1993-2009 , each of 18 years duration. Extreme value analysis is also carried out on these three sets of data to understand the climate change effect on the extreme wind speed. The following important conclusions are obtained based on the study:-a. Among the five locations selected for the study, KIA area is expected to experience the highest wind speed from ENE, ESE, SSE, S, SSW, SW, WSW, W, and WNW directions. KISR area is expected to experience the highest wind speed from NW and NNW. Ras Al-Ardh area is expected to experience the highest wind speed from SE. Failaka Island is expected to experience the highest wind speed from N, NE and E. Al-Wafra Island is expected to experience the highest wind speed from NNE. b. Even though the total land area of Kuwait is about 17,818 km 2 , the variation of space has very significant effect on the predicted extreme wind speeds in Kuwait. For example, the 100 year return period wind speed from NW direction varies from 21 m/s to 27 m/s, when the location is changed from Ras Al-Ardh to KISR. Similarly, the 100 year return period wind speed from SW direction varies from 18 m/s to 31 m/s, when the location is changed from Al-Wafra to KIA. Similarly, the 100 year return period wind speed from SE direction varies from 16 m/s to 23 m/s, when the location is changed from KISR to Ras Al-Ardh. c. Hence it is strongly recommended that both the effect of wind direction as well as the location need to be considered, while selecting the probable extreme wind speed for different return periods for any engineering or scientific applications. The results of the present study can be useful for the design of tall structures, wind power farms, the extreme sand transport etc in Kuwait. d. It is found that the extreme 10 minute average wind speed for 100 year return period is 31.4, 26.5 and 21.8 m/s based on the data set for 1957-1974, 1975-1992, 1993-2009 . e. The extreme gust speed for 100 year return period is 43.1, 38.4 and 33.0 m/s for the same data sets. f. It is clear from the study that long term climate change has reduced the extreme wind speeds in Kuwait. g. This information will be useful for various engineering works in Kuwait. Further investigation is needed to understand why the extreme wind speed for any return period is reducing when the latest data set is used compared to the oldest data set.
